Shenzhen Lau

nch stellt einfach zu installierende schwarz pulverbeschichtete schwarze Stahl-

Architektur-Outdoor-Leitplanken her. Wir bieten komplette Armaturen an, damit Kunden die

Installation pr

Merkmale des

oblemlos durchfithren konnen.

Leitplanken-Kits fur den AufSenbereich

Material Verzinkter Stahl

Fertig schwarze Farbpulverbeschichtung

GréRe Oberer Handla}uf 80 *‘40mm; 40 * 40 mm Pfosten, 12 * 12 mm vertikale Schienen,
32 * 32 mm Mittelschiene

Versammlung |einfach DIY

MOQ 1 Meter

AuBenschienen-Kit aus schwarzem Stahl mit architektonischem Design
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Montageanleitung fir Leitplanken-



Guard Rail Assembly Instructions

- ) . Put the post
Tools Required: Eloctrical Power Drill

it b
(Impact Drill Preferred) o f::gl;;;gsmon o i i e

Overview: Assemble the rail and position Saurng RE,

it before marking holes for drilling.
Improper installation can lead to failure
of rail system or injury.

o Secure top :
rail & post [l Position whole
= ‘ rail. Mark the 4

heles on each

I Secura insice
rail with

with brackets
= 4 sCrews

"Inside rail will be lose until each
post is secured to the ground,
Put hand rail o

o Remowve hand rail, 0

] | e Secure
drill holes straight over Bolts. el niid all of the
down, and hammer in tighten nuts verticol inner rail.?
boits.* onto bolts railings.

? Double check posts are parallel ond tight *Push and pull top rall & inside
against inside rail before marking holes for drilling, roil to ensure allis secure,

Produktionsfotos von verzinktem Stahl Leitplanken-Kit-
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Leitplankengalerien -
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