Seitenmontage aus Edelstahl.StahlStandoff-Glasgelandersysteme flir rahmenlosen Balkonentwurf. Shenzhen
Launch fertigt Glasgelander-Abstandshartwarwares sowie die Bereitstellung von geharteten Glasscheiben, um
integrierte Losungen fur das Gelanderprojekte des Kunden anzubieten.

1). Spezifikationen fur Abstandsglasgelandersysteme-

Glas Standoff-Hardware SF-50

50 mm Durchmesser, 50 * 12mm Kappe, 50 * 30mm Koérper, M12 * 120 Bolzen
Betonhalterung oder Holzmontage

Bendtigen Sie 16 mm Durchmesser Glaslécher

Jede Glasscheibe bendtigt 4-6 Stlick Glasabstandshartwaren

2). Fotos von Glasabstand Hardwares-







Fart No. Material Finish Body Bolt =size
| | = 30%10; 30x25mm
* SF-30 = 401 0; 40x30mm = M10x120 boilt
» SF-40 = AISI 304 = Satin = 012 B0x30mm = M10x72 wood screw
= 5F-50 = AISI 316 = Mipor | = 50x12; 50x50rm = Max100 balt
= 3F-504 = gilicon rubber gasket = M x72 wood screw
included
Part No. Material Finish Body Bolt size
= hollow tvpe
v gpaaed AISI 304 = Saftin = 38x7.5:38x38mm * MEXTD hexagonal
= AISI 316 = Mirror = silicon mubber SCrew
gasket included
Part No. Material Finish Body Mounling plate size
= 50x10;50x30mm
* AISI 304 = Satin H
] I bbe .
SF-50T «AISI 316 = Mirar = silicon rubber 200x100x10mm

gasket included



