Geblursteter Edelstahl 304/31650mmDurchmesser Glasabstandshalter fiir Glasschienen.
Glasabstandsstifte werden haufig fir rahmenlose Glasbalkon- / Deck- / Treppengelander verwendet.

- Merkmale der Glasabstandsstifte

Art.-Nr. SF-50

Abmessungen |50 mm DIA, 50 * 12 mm Kappe, 50 * 30 mm Gehause

Betonschraube|[M12 * 120 BOLZEN

Holzschraube |M12 * 72

Material 304/316 SS

Fertig satiniert, hochglanzpoliert, schwarze Pulverbeschichtung / Galvanik

- Satinierte SF-50 Glasabstandsstifte

- Spiegelende SF-50 Glasabstandsstifte



-schwarze Farbe SF-50 Glasabstandshalter



-Glasabstandsverpackung-
1 Stlck in eine weille Schachtel, 20 Stlck in einen Karton



-Andere Modelle von Glasabstandsstiften



\ » | =SF30
5 .« SF-40 = AISI304
.« SF-50 = AISI 316
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SF-38Z |, ais1316

« AISI 304
" SFS0T | Alsi316

- Projektfotos von rahmenlosen Glasabstandsgelandern

Parl No. Material

Part No. Material

Part No. | Material

Finish

= Satin
= Mirror

Finish

= Satin
= Mirror

Finish

= Satin
= Mirror

Body

= 30x10: 30x25mm
= 40x10; 40x¢30mm
= 50x12; 50x30mm
= 50x12; 50x50mm
= silicon rubber gasket

included

Body

= hollow type

= 38x7.5:38x38mm

= silicon rubber
gasket included

Body

® 50x10;50x30mm
= silicon rubber
gasket included

Boll size

= M10x120 bolt

= M10x72 wood screw
= MBx100 bolt

= M8 x72 wood screw

Bolt size

* M8x70 hexagonal
screw

® 200x100x10mm

Mounling plale size
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