Shenzhen Launch fabrica un sistema de riel de proteccion de acero de zinc exterior facil de instalar.
Ofrecemos juegos completos de accesorios para que los clientes realicen la instalacion facilmente.

Caracteristicas del sistema de riel de proteccion exterior de acero de zinc

Material

Acero o aluminio galvanizado

Terminar [recubrimiento en polvo de color negro

Pasamanos superior 80 * 40 mm; Poste de 40 * 40 mm, rieles verticales de 12 * 12 mm,

Talla riel central de 32 * 32 mm
Montaje |[bricolaje facil
MOQ 1 metro

Sistema de riel de proteccion de acero de zinc exterior, conjunto de muestra -










s b o A A SR ERsELsi e

s o o

Instrucciones de montaje del sistema de riel de protecciéon de acero de zinc exterior



Guard Rail Assembly Instructions

s " . . PUL the post
Tools Required: Eloctrical Power Drill o t’

iti bose cops
(Impact Drill Preferred) f::gl;;;gsmon i i e

Overview: Assemble the rail and position Saurng RE,

it before marking holes for drilling.
Improper installation can lead to failure
of rail system or injury.

o Secure top :
rail & post [l Position whole
= rail, Mark the 4

heles on each

I Secura insice
rail with

with brackets
= 4 sCrews

"Inside rail will be lose until each
post is secured to the ground,
Put hand rail o

o Remowve hand rail, o

. i Insart th Secure
drill holes straight over Bolts. el niid all of the
down, and hammer in tighten nuts verticol inrer rail.?
balts.* onto bolts railings.

? Double check posts are parallel ond tight *Push and pull top rall & inside
against inside rail before marking holes for drilling, roil to ensure allis secure,

Fotos de produccién del sistema de riel de proteccion de acero de zinc exterior-


















Galerias de barandillas -
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