Acero inoxidable Heavy Duty Clip Clamp Pantalla ajustable Pivote Bano Puerta de

vidrio Bisagra de ducha

Tipo

Bisagras para puertas y ventanas

Lugar de origen

Guangdong China (continental)

Nombre de la marca

Kebil

NUmero de modelo G-W90SS

Nombre del producto Bisagra de ducha de vidrio a pared de 90
grados

Material SS304, SS316; aluminio

Terminar PSS SSS CP BN

Talla 90 * 55 mm

Espesor de vidrio Vidrio templado de 8-12 mm

Llevando 45kgs / par

Fuction vidrio a pared, vidrio a vidrio

Caracteristica Facil de instalar y duradero, seguro

Solicitud Cuarto de bano, oficina, hotel, casa

180 La licenciatura Y 90 La licenciatura Vaso Ducha Bisagra en Inoxidable Acero Material:

Bisagra de ducha de vidrio de 90 grados en acero inoxidable y aluminio Material:



Mostrar detalles:



Embalaje:
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Instrucciones de instalac



HINGE PARTS

MAIN BODY CONFIGURATION TOP HALF CONFIGURATION

STEP 1 - LINE UP THE MAIN BODY OF THE HINGE ALONG
THE DESIGNATED SLOT OF THE ACRYLIC DOOR

NOTE: REFER TO THE PICTURE BELOW AFTER
THE DOOR IS INSTALLED.

THE ADJUSTMENT TO THE CLOSING SPEED
WILL ALREADY BE SET, NO NEED TO ADJUST

STEP 2 - SANDWHICH THE ACRYLIC WITH THE TOP HALF
OF THE HINGE, ALIGNING WITH THE MAIN BODY

MAKE SURE THE SCREW
HEADS FACE INSIDE THE
ROOM WHEN ATTACHING

THE DOOR.

STEP 3 - INSERT THE BOLTS AND TIGHTEN
WITH A 4mm HEX KEY

Fotos del proyecto:
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Por favor contactenos de la siguiente manera:
Vispera
salesO3@launch-china.cn

HP / WhatsApp / WeChat: +8613686807796



