Ruostumattomasta teraksesta valmistettu kaidehylly allasaltaalle tai
parvekkeelle

desciption

- Materiaali: ruostumaton teras 316 (saatavana 304 asteikolla)

- Valmis: peili kiillotettu tai satiinista harjattu

- Oikea sanoman koko: ¢50.8mm (asiakkaan halkaisija), postimateriaali 1,5 mm paksu
- Korkeus: 1100 mm (asiakkaan korkeus kaytettavissa)

- 8-13 mm lasiin

- Myydaan taydellisena postinjakona

- Asennus pinnalle (kiinnitys ydinasennukseen ja kiinnityslevyihin)

- Tarvitaan vaadittava ylalata tai paatykappale

- Huolestuttaa ja ylittaa kaiteen vartiointivaatimukset

- Nayte on saatavana laadun tarkistamiseksi ennen tilauksen tekemista
- Tehdasvalvonta on kaytettavissa

- Seka tukku- etta vahittaiskauppa

Balustrade post

1. Kaidepaatytyyppi LCH-106



LCH-106

2. Kaide 180 astetta keskiosa LCH-107



= LCH-107

3. Kaiteet 90 asteen kulma-asento LCH-108 (135 astetta ja asiakkaiden tutkintotodistus
saatavilla)



< LCH-108

Kaiteen kaide lisatietoa

satiinista harjattu pinta ruostumattomasta teraksesta



ruostumaton teras kiillotettu pinta









Toimitus & pakkaus

- Toimitusaika: 5-7 paivaa ilmassa. 15-20 paivaa merella

- Pakkaus: yksi osa muovipussiin, sitten laatikkoon.

- Saannollinen toimitusaika: 7-10 paivaa, jos tuotteet ovat varastossa. 20-25 paivaa, jos
tuotteet ovat loppu. Se riippuu giantitysta.

Kaiteen kaide sisapakkauksessa




Kaiteen kaide taydella pakkauksella
!

Tuotteet prosessi:

e c®oe

Own factory, shorlest

lead tima:

—
OUR ADVANTAGE
S

Flease do not hesitate to contact us if you have any requirement regarding our production lines,
you can expect a timely reply with professional solutions!

Can help customers
design product
drawings based on
customer deas and
design engingering
installation drawing
according to the
customer site sketch

Sample ordar, trial
order acceptable

Provide matanal test

report to ensure that

the material is qual-
fied

13 years of industry
expenance, we can
help customers rec-
ommend the bast
solution to help cus-
temers save cosi
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PRODUCTION PROCESS

Stamping Drilling & Tapping Polishing

Tyoryhma:



Shenzhen Launch Co., Lid was establshed in 2004, local
od al Nanshan Destnct, Shenzhen, and one hour by car
from Hongkong Intemabonal Arport. Our main product s
gh-gradda budding matenals mcludoes stamnloss stool bal
usirade post, stawcase handrad, balcony guardral, Swim

ming pool fence and other high-grade building matonals

All the products are designed stnctly according Lo the

hsgh-end markel requrements. We have our own &

in Tangda Town, Dongguan, has a vanety of precision
equipment maore than S0 sels: CNC lathe, milling ma
chine, punchang maching, pipe cutter, argon woldor

ng machine, polshor, olc. which can provide cusiomars
with complete product processing sennces. Yith the
German SPECTRO Spectromaler, we insist on testng
every balch of matenals to ensure that the matenal 15
highly quahfied. We also have hardness gauge, second
ary element and olher tes! equepmant 10 ensure the prod

ucts meals cuslomars regquiréments




Yhteystiedot detials:
Sahkoposti: sales0O5@launch-china.cn
Kerro / whatsapp: 0086 13129593615



