Lasi kaide kaytetty ruostumaton teras pyorea takaisin Lasikiinnike G102R

G102R
Saat 8-10mm lasi

Pyorea takaisin Dia 42.4mm tai 50.8mm viesti

ruostumaton teras kaide asennus, D lasi puristin, selkaa ja pydrea takaisin, korkea laatu



http://www.chinabalustrade.com/products/stainless-steel-D-glass-clamp-for-glass-balustrade.html#.VA7KNz-SxMY

Jos tarvitset tasainen takaisin, meidan G102 voisi vastaamaan kysyntaan:

nelion muotoinen lasi puristin, squre Lasikiinnike kdytetaan 8-10 mm lasi


http://www.chinabalustrade.com/products/Square-type-D-glass-clamp-for-8-10-mm-tempered-glass-304-316-brushed-stainless-steel.html#.VA7KEz-SxMY

G102



Pyorea lasi puristin BC-50

ruostumaton teras lasi ruuvipuristimilla 180 asteen kaytetty keskella kahden
lasilevyjen



http://www.chinabalustrade.com/products/stainless-steel-glass-clamp-clips-180-degree-used-in-the-middle-of-two-glass-panels.html#.VA7Kpj-SxMY
http://www.chinabalustrade.com/products/stainless-steel-glass-clamp-clips-180-degree-used-in-the-middle-of-two-glass-panels.html#.VA7Kpj-SxMY

BC-50

BC-50



