Harjattu ruostumattomasta teraksesta valmistettu 316-sivukiinnitys Raskas portaiden kaide
lasiasennusteline 10-15 mm paksulle lasille.

# Lasi-asennuksen erotuksen ominaisuudet -

Malli nro. [SF-50

Materiaali [{304/316 SS

Ulottuvuus | Halkaisija 50 mm, 50 * 12 mm korkki, 50 * 30 mm runko, M12 * 120 pultti

Asennus |betonikiinnike / puukiinnike

MOQ 1 kpl

# Kuva / Piirustus lasikiinnityksesta -

satiiniviimeistely-




Peilin viimeistely-

Sahkosinkitty viimeistely mustalla varilla




Electroplated Black Finish Glass Standoff

#Lisaa malleja lasikiinnityksesta -



= SF-30

= SF-40 = AISI304
= SF-50 = AISI316
= SF-50A

= AIS| 304
SF-38Z | | 41s1316

= AIS| 304
b LR AlSI 316

# Tuotantovalokuvat lasikiinnityksesta -

Part No. Material

Part No. Material

Part No. | Material

Finish

= Satin
= Mirror

Finish

= Satin
= Mirror

Finish

= Satin
= Mirror

Body

= 30x10; 30x25mm

= 40%10; 40¢30mm

= 50x12: 50x30mm

= 50x12: 50x50mm

= silicon rubber gasket
included

Body

= hollow type

= 38x7.5:38x38mm

= silicon rubber
gasket included

Body

® 50x10;50x30mm
= silicon rubber
gasket included

Boll size

= M10x120 bolt

= M10x72 wood screw
= MEx100 bolt

= ME x72 wood screw

Bolt size

= M8x70 hexagonal
screw

Mounting plale size

= 200x100x10mm










#Project valokuvia kehyksettomista lasikaiteista lasikiinnityksella -












