Sisatilojen 6ljy dynaamiset hydrauliset lasi oven saranat sisasuojuslasit ovet, meilld on 180 asteen lasia

lasilevylle ja lasille seindtyyppihartaan.

# Specs. Oljyn dynaamisille hydraulisille lasioveneille -

Materiaali

304 ruostumaton teras

Suorittaa loppuun

Harjattu, kiillotettu, matta musta

Max. Lasi-oven leveys

1000mm

Max. Lasiovipaino

80 kg / sarana

Toiminto

90 astetta pida auki

Lasipaksuus

8-13,52 mm paksuus

Asennus Lasi seinalle
Oven tyyppi Keinu
Saadettava Joo

Kayta Marka ymparoiva

# Photo-naytto 6ljy dynaamisille hydraulisille lasi oven saranat, malli # B90 -







Mitat lasin sarana-



#Production & pakkaus 6ljyn dynaamisille hydraulisille lasi oven saranat-









# Asennusohjeet 6ljyn dynaamisille hydraulisille lasiovi saranat-



HINGE PARTS STEP 1 - LINE UP THE MAIN BODY OF THE HINGE ALONG
THE DESIGNATED SLOT OF THE ACRYLIC DOOR

NOTE: REFER TO THE PICTURE BELOW AFTER
THE DOOR IS INSTALLED.

THE ADJUSTMENT TO THE CLOSING SPEED
WILL ALREADY BE SET, NO NEED TO ADJUST

——

MAIN BODY CONFIGURATION Phsi: . o0l et TR STEP 2 - SANDWHICH THE ACRYLIC WITH THE TOP HALF

OF THE HINGE, ALIGNING WITH THE MAIN BODY

MAKE SURE THE SCREW
HEADS FACE INSIDE THE
ROOM WHEN ATTACHING

THE DOOR.

STEP 3 - INSERT THE BOLTS AND TIGHTEN

WITH A 4mm HEX KEY

Oljyn dynaamisten hydraulisten lasilevyn video -

# Project kuvia 6ljy dynaamisista hydraulisista lasi-saranat, joita kaytetaan sisatiloissa suihkuhuoneissa-
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