Edullinen hinta ulkokayttoon Mattamusta pulverimaalattu alumiininen kaiteet helppo asentaa tyyppi
ja koko sarja lisavarusteita saatavilla.

I. Alumiinisten kaiteiden ominaisuudet-

e Helppo asentaa tyyppi, jossa on koko sarja lisavarusteita
e ruosteenesto

e moderni ilme

e nopea tuotannon lapimenoaika

II. Alumiinikaidemateriaalien mitat -

Galvanized Steel Railings

Meare sizes available-

Item Specs. Shape Remark ltem Specs. Shape Remark Ttem Specs. (mm) Shape Remark
Handrail 5 i 40x40 E Connector (middle/bottom [ 32x32 40x40 7
E %50 m 40x30 50x50 e
o0 | () sz | [ 25x12 28x20
comer connector (handrail ;
80x40 Q to handrail to post) 80x40/40 ‘
60x40 I: post to handrail connector 80x40 n
50%50 I:I Middle/Bottom slot rail 32x32 35x35 EI Main post base plate 40x40 !

II1. Alumiinisten kaiteiden asennusohje -



Galvanized Steel Railings

Instructions-

Guard Rail Assembly Instructions

Tools Required: Flectrical Power Drill
(Impact Drill Preferred)

Overview: Assemble the rail and position
it before marking holes for drilling.
Improper installation can lead to failure
of rail system or injury.

o =" Secure top
rail & post
=

Add the
with brackets ends to
— 4 screws the top
each. rail

Remove hand rail,
drill holes straight
down, and hammerin
bolts.2

Put hand rail
over bolts,

tighten nuts
onto bolts.

2 Double check posts are parallel and tight
against inside rail before marking holes for drilling.

IV.Tuotantokuvia alumiinikaideista -

Roughty position
the 2 posts.

Secure inside
rail with
brackets- 2
screws each.’

'Inside rail will be lose until each
post is secured to the ground

Insert the
vertical
railings.

Put the post
base caps

on without
securing them.

(2

Position whole
rail. Mark the 4
holes on each
post.

[10)

Secure
cll of the
inner rail.?

*Push and pull top rail & inside
rail to ensure all is secure.



