Meilla on 4 eri kehykseton lasi tapin valmistettu korkealaatuisesta ruostumattomasta teraksesta 316, 316 ja duplex 2205,
pyorea tyeps yleinen tyyppi vapaaehtoinen; pohjalevy tyyppi ja rasiaporalla tyyppi vapaaehtoista.

Meidan kehykseton lasi spigott voi olla joko kiinted maahan ruuveilla pohjalevyt, tai menna InGround ydin pora tyyppeja.
Alla kuvia 4 malleja kehyksetdn lasi kavennus:

Pydrea pohjalevy kehyksetén lasi spigot malli. RBM
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Square pohjalevy kehyksetdn lasi spigot malli. SBM
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Pydrea rasiaporalla kehyksetén lasi spigot malli. RCM
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Square rasiaporalla kehyksetdn lasi spigot malli. SCM
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http://www.chinabalustrade.com/products/pool-fence-spigot-for-framelss-swimming-pool-to-support-10-13.52mm-tempered-glass.html#.VAF913E5Mc8
http://www.chinabalustrade.com/products/no-holes-deck-mount-stainless-steel-square-spigot-for-pool-fencing-or-balcony-railing.html#.VAF-AHE5Mc8
http://www.chinabalustrade.com/products/glass-spigot-round-core-drilled-model-for-pool-fence-and-balcony-railing.html
http://www.chinabalustrade.com/products/glass-spigot-square-core-drilled-model-for-pool-fence-and-deck-fence.html#.VAGD8XE5Mc8

