
Jousikuormitteinen sarana on yleisesti käytössä uima-allas aidat lasi portit. Se ei ole niin toimiva kuin
hydraulinen saranat, mutta se toimii edelleen hyvin ja erittäin hyvä hinta.

Meillä on kaksi sarjaa jousikuormitteinen saranat, yksi sarja tehdään leimaamalla. Se on kevyempi ja
käytetään pääasiassa 8-10mm paksuus lasin portti; muu sarja on valmistettu valamalla. Se on paljon
raskaampaa ja toimii paremmin kuin leimaamalla saranat.

Alla leimaamalla sarana sarja:

Lasi lasi sarana G-G 1
lasi portti sarana 10mm 12mm allas aita lasi gate

Lasin seinään sarana G-W 1
säädettävät lasi seinään oven sarana, lasi neliö viesti sarana jousikuormitettuja portti sarana

http://www.chinabalustrade.com/products/glass-gate-hinge-for-swimming-pool-fencing-10-12mm-thick-glass-gate.html#.VB_l13kxiV8


Lasi kierroksen jälkeisen sarana G-R1 Gate sarana

http://www.chinabalustrade.com/products/adjustable-glass-to-wall-door-hinge-glass-to-square-post-hinge.html#.VB_kw3kxiV8


Muut valu sries saranan:

Lasi lasi sarana G-G2
lasi-altaan portti sarana, lasi oven sarana, itse lähellä sarana

http://www.chinabalustrade.com/products/pool-fencing-spring-loaded-hinge.html#.VB_mCnkxiV8


Lasin seinään sarana G-W2
kehyksetön lasi allas aidat portti sarana valmistettu Kiinassa, lasin seinään sarana lasi kaide

http://www.chinabalustrade.com/products/glass-pool-gate-hinge-glass-door-hinge-self-close-hinge.html#.VB_mjHkxiV8


Lasi kierroksen jälkeisen sarana G-R2
12mm lasi kaiteiden oven sarana, lasi pyöreä post sarana, ruostumaton teräs sarana lasi kaide

http://www.chinabalustrade.com/products/frameless-glass-to-wall-hinge-stainless-steel-316-grade-materialG-W2.html#.VB_m4HkxiV8


http://www.chinabalustrade.com/products/12mm-glass-railing-door-hinge-stainless-steel-glass-to-round-post-hinge.html#.VB_nonkxiV8

