316ruostumatonteras itsestaan sulkeutuvat uima-altaan portin saranat uima-altaan
aidatukseenkaytettyvarten8mmettal2mmpaksuuslasi-paneelit.

Lasiovien saranoiden ominaisuudet

TYyppi altaan portin sarana

[Toiminto jousikuormitteinen kevyt sarana

Malli nro. G-G

Materiaali 316 ruostumatonta terasta

Suorittaa loppuun satiini, peili, musta jauhemaalaus, sahkdsinkitys
Lasin paksuuteen 8mm 10mm 12mm

Maks. ovilehden paino 30kg

saranan korkki litteat tai kartiomaiset korkit

MOQ 1 pari

Muut lasiallaslaitteistot lasiovisen portin salpa, lasihana, lasiliittimet

Kolme mallia altaan portin saranoista -
Spring loaded hinges

Stainless steel spring lcaded hinges Maximum door leaf weight : 30 kg /pair
-Made of SS 316 Maximum door leaf width : 900mm
- For use of 8-12.76mm glass Spring can be adjusted for closing speed control .

}7106‘8mm4{ ’7113.3mm4<
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Part# G-G Part £ G-R Part# G-W

SHENZHEN LAUNCH CO., LTD 1

Kolme uima-aluslukon mallia -



Spring loaded hinges

Glass latches with plastic cover

-
-

MODEL # GL-180

MODEL # GL-90

=

MODEL # GL-W MODEL # GL-R

SHENZHEN LAUNCH CO., LTD

Spring loaded hinges

Glass latches with stainless steel cover

Gl-1805S 619055

GL-WSS GL-PSS

SHENZHEN LAUNCH CO., LTD

Erilaiset lasitapit



Glass spigot

MODEL # 5BM MODEL # SCM
R
MODEL#REM MODEL#RCM

Allasportin saranat uima-altaan aidan lasiportille -









