MpopnOeuTAC Kivac FbdAivo KIykALdwTo yia ¢payTn moivac / pPmaAKovt

| XépL

TMEPLYPAPN TIPOIOVTOC

Mpoiév Mapov

Kiva mpounBeutAG YUdAWO KyKADDWHA KLYKALOWHUATOC Yl
opdkTn moivag / unaAkdvL / XeLpoALodripa yEQupag

YALKO

Duplex 2205

Owiplopa

KaBpEnTtng yuaAlopévo / oativé BOupTOLOUEVO

lMNa Glass Thickness

8-13mm (OXI oA nov anatte{tatl o€ yuaAl)

Yyocg

168 mm

MéyeB0oC TETPAYWVLKIAC
Baong

100x100mm

Bdon

TomoBéTnon emeavelwv / danédov

MéBobo¢ Mapaywyng

Zppdylon

AenTouépeleg auokevaalag

1) Eva KOPPATL O€ e TOAVTO ODOKQ, 0T CUVEXELA OE £V
AELKO KLBWTLO

2) 12 tepdyia o€ kouti and xapTévt 365x330x230mm

3) Zuokevaoia wW¢ AMALTATEL TWY MEAATWVY

Epapuoyn Moiva molva / unaAkévt / Katdotpwua / oKAAa okdAa
Embewpnon epyootaciov | AwaBéatuog

MIKPOETOPKAC AlaB€otpuog

MOQ Eva koppdtl. Mnopeite va mapayyelAeTe COUPWYA LE TN

6ovAeld oag anaitnon.

OEM & ODM Ynnpeoia

AlaBéotpuog

I'va2Awo KiykA1bwto Destails

1) Teyvikn oyediaon yvdAwng paBoov



https://www.chinabalustrade.com/gr/products/Glass-spigot-2.htm
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2) €1KOVEG YOAAYWY KIYKABwPdTwY







3) 06nyo¢ eyratdoTaong Spigot




mmms fixing method: base plate spigots

Mark out the centre line of proposed glass fence
with a chalk line. Determine clamp location based
on a sheet size (recommendation on pages 1 &

3
2). Use base plate as a template to mark out the
hole positions and drill holes to suit.
Note: Do not exceed 100mm gaps between w

glass panels. Optimum gap is 40mm to 60mm .

base plate

centre line of base plate

Now the base plated spigots can be fitted to the
floor and plumbed via shims (not supplied) under
the base plates. Be sure to tighten firmly as the
smallest of movement at the base plate will result
in noticeable movement at the bottom of the glass
fence.

-~

string line
Tip: By setting the two outer spigots of your total
span, a string line can be run in the ‘throat’ of the

spigots, giving correct height for all spigots in be- \
tween

fixing surface
Note: Do not exceed 100mm gap from the fixing

surface to the bottom of the glass shims to suit (not supplied)

@ domical cover
When all spigots are installed, slip domical cover l l

the top of the spigot to hide fixings. It will be nec- =
essary to turn the adjustment screws on the spigot

face all the way in to allow cover to pass over

Mote: Same installation method applies to round

base plate spigot

\

The glass is then installed to the spigots.

Place plastic packers between glass & spigot, at
no stage should glass touch the metal

How adjustability works:

1. Place glass in spigot

2. Fix/ tension glass both sides with allen key

f plastic packer

TG 1 K1IYKALOWTH) OLOKEVAOLN AC@AAELAC

1. Eva koppdTt o€ pla Toduta @oOOKaA, 0N OVPEYELX 08 Eva AEVKO K1BWTL0.
12 tepdyia o€ kouti amd yaptovt 365x330x230mm.
2. ZVOKELAOTN WC aIIaiTNOT TEAXTWD.
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TFva2Awa KIyKAWwpata yla pna2AKovt / KOTtaoTpwia / moilva @payT
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NapayyeiAeTe TWPA YIX va tAPeTE 20% peiscount

ZUXVEC EPWTNOELG

1. TLVAKG €xeTe;
SS304, SS316, SS316L, duplex 2205, KA.

2.Mnopeite va pov otelAeTe OAGKANPO TOV TIHOKATAAOYO;

AvmoOpaoTE, KaBWC N T oxeTileTal e MOAAODC MO PAYOVTEC, OMWE N MOCdTNTA, 0 TOTOC
LALKOU, n eneEepyaoia eMEAveLQG K.ATL, Ba 0OC TPOTPEPOVIE aKPLBH TPOTPopPd apol
EMPBEBALIOOVUE TIG AEMTOUEPE(C AMALTAOELG TaC.



3. Mpoogépete OEM & Ynnpeola ODM;

Nat, UMOPOUUE VA KATAOKEVATOLUE TaA TPOIOVTA COUPWVA UE TA TEXVIKA oac ayéda
delypaTa. E{paote enayyeAuaTieC oTov TopéQ TwY enevbioewy X0TELON, X0TELON, OPPAYLON,
CNC pnyovikn katepyaoia, KA.

4. T e(dboug mAnpwun 6€xeaTe;
T/T,L/C, PayPal, West Union K.Am.

5.Motd €lvat 0 6po¢ MANPwWUAC 00GC;
T/T(30/70) AL/ C otnv 6pacn.

6.Mdoo eivat o xpdvog napddoonc;
Evtdc 5 epydoluwy nuepWv yia €dn Ceotol TOMov. 15-25 epydoluec NUEPEC YLl apayYEALEC
AOLTPWV.

7. NpoogépeTe vnnpeoia peTd TNV NWANGCN;

dLOLKE, OTIOLABATOTE EPWTNON HETA TNV ayopd TWY MPOIOVTWY HAG, B 0aC EMOTPEYOLE
EVTOC 24 WPWVv.

Emkolvwvia

Onoleadrnote epWTACELG ) EPWTACELG, AQAOTE €va Wrvupa. Oa 0ac EMOTPEYW TO GLUVTOUOTEPO duvaTOY!
Mo omotadrnoTe enelyovoa €pevva, MAPAKAAODUE EMKOWWYAOTE MUPAKATW:

Skype: launch_04

wechat: Doris_dp

Mob / whats APP: + 86-13530506265

e
E ;";F Doris Dong

Senior Sales Representative

. (86) 135 3050 6265

rioy
~

KEBILF 13’

R T A L X R L KB 1092512 7 38 K BB X 38£5003

Room 5003, Building 3, Yilida Building, No. 1092
Nanshan Road, Nanshan District, Shenzhen, China
postal code 518054

H IR E

& (86-755) 8603 7559

& (86-755) 8637 2611

sales04@launch-china.cn

O www.launch-china.com
www.chinabalustrade.com
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LAUNCH INTERNATIONAL LIMITED.
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