FUAAWO KLYKALOWTO / YUAALVO KLYKALOWTS KIYKADDWUA / KLyKABWHa OKAAQG
1 YAko & Owiplopa AvoZe(bwTto xdAuBa 304/316; Zatwé f KaBpPEPTn
2 Ywyog 1000MM / mpooapuoouévo péyebog

D50,8 * 1,5 (mm) cwArva.

3 Stanchion Post PuBuLléuevn Baaon otripLENG odNPoTPOoXLEC 4 KATELBOVOEWY.
Tetpdywvo 1 oTPOoYYULAS YuaAL.

4 Top Rail D50.8 * 1,5 (mm) KoiAo¢ cwAfvag
AcpdAela KLYKALBWHATOC 10mm / 12mm okAnpupuévo AveA amd yuoAl
6 Xpron & MoAETa, KLYKABWHTA, unapdkia, epdyTeC, KLYKALOWHATA, KIYKALBWUTA.
Tomnobeoia MnaAkdvt, Méeupa, Katdotpwua, KAnog, AiBpto, Muaiva, Bepdvta, ZkdAa, AlBplo
7 Eykatdotoon Kopugala / mAaivr cuvapuoAdynon
8 Makéto EPE + £0wTePLIKO KOLT( + YOPTOKIBWTLO

1, MNapéxovtal Ta KATGAANAa aeoovdp Kal EapTAUATA.
2, Zxedloopdc KataokeuAg.
9 Ymnpeoia 3, EMayyEAUATIKEC CUUBOVLAEC UNYOVLKOD.
4, 0dnyo6¢ eykatdoTaong.
5, OEM, ODM, oxebloouédg meAatwv?

EMAIL, SKYPE, WhatsApp, WeChat kat QQ gugavi{Covtatl w¢ vdatoypdenua oTLC

10 Emkowwvia , ,
TOPAKATW ELKOVEG
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Glass Clamp Installation Guide

Mark and centre punch desired Drill centre punched hole in tube to Insert blind rivet nut into tube and
location of blind rivet nut location. suit blind rivet nut. fasten with blind rivet tool.

Check installed blind rivet nut is Align half glass clamp with blind Select appropriate rubber gasket

secure and ready for install. rivet nut inline position. Screw in to suit glass panel thickness. Install
button head cap screw into thread rubber gasket into both sides of
and tighten with hex key. glass clamp. (Note rubber gasket

marked with sizes).

6a

If heavier clamping load is required Fit glass panel into position, install Tighten glass clamps with hex key,
please use supplied glass clamp pin, second half of glass clamp secure and check glass panel are secure
during the install process. Note glass with provided hex screws. with no movement.

panels will require drilling in order
to fit glass clamp pins.

Epya mpoBoAnc






Mo umaAKOVL KLyKADwua oxédia:




Agry EAe0BepoC mpog To Emkowwvia pac:
Eba Todou

salesO3@launch-china.cn

HP / WhatsApp: +8615907334556



