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MéyeBoc 90 * 55mm

Mdyxoc yvaAlon 8-12 mm oKANPLUEVO YUaAL

PouAeudv 45kgs / Cebyog

Aeltoupyla yuaAl o€ toiy0o, YUaA( o€ YLOAL
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180 BaOpocg & & 90 BaOpocg MotApt Ntoug Mevteoéc oe AvoEeidwTog ATodAL YALKO:

90 BaOpoi valomivaka VTouG and avoieidwTo ataodAL Kat aAoLHivio YALKO:
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HINGE PARTS

MAIN BODY CONFIGURATION TOP HALF CONFIGURATION

STEP 1 - LINE UP THE MAIN BODY OF THE HINGE ALONG

‘THE DESIGNATED SLOT OF THE ACRYLIC DOOR

STEP 2 - SANDWHICH THE ACRYLIC WITH THE TOP HALF
OF THE HINGE, ALIGNING WITH THE MAIN BODY

STEP 3 - INSERT THE BOLTS AND TIGHTEN

WITH A 4mm HEX KEY

NOTE: REFER TO THE PICTURE BELOW AFTER
THE DOOR IS INSTALLED.

THE ADJUSTMENT TO THE CLOSING SPEED
WILL ALREADY BE SET, NO NEED TO ADJUST

—

._

MAKE SURE THE SCREW
HEADS FACE INSIDE THE
ROOM WHEN ATTACHING

THE DOOR.
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HP / WhatsApp / WeChat: +8613686807796



