Shenzhen Launch produce un kit di parapetti per esterni con design architettonico in acciaio nero
verniciato a polvere di colore nero facile da installare. Offriamo set completi di accessori per
consentire ai clienti di eseguire facilmente l'installazione.

Caratteristiche del kit parapetto esterno

Materiale Acciaio galvanizzato
finire verniciatura a polvere di colore nero
. Corrimano superiore 80 * 40 mm; Alberino da 40 * 40 mm, binari verticali da 12 * 12
Taglia L
mm, binario centrale da 32 * 32 mm
Assemblaggio |facile fai da te
MOQ 1 metro

Kit parapetto esterno design architettonico in acciaio nero-
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Istruzioni di montaggio del parapetto



Guard Rail Assembly Instructions

- ) . Put the post
Tools Required: Eloctrical Power Drill

it b
(Impact Drill Preferred) o f::gl;;;gsmon o i i e

Overview: Assemble the rail and position Saurng RE,

it before marking holes for drilling.
Improper installation can lead to failure
of rail system or injury.

o Secure top :
rail & post [l Position whole
= ‘ rail. Mark the 4

heles on each

I Secura insice
rail with

with brackets
= 4 sCrews

"Inside rail will be lose until each
post is secured to the ground,
Put hand rail o

over bolts,
tighten nuts
onto bolts.

Secure
all of the
inner rail,?

o Remowve hand rail, 0

drill holes straight
down, and hammer in
baolts, 2

Insert the
vertical
roilings.

? Double check posts are parallel ond tight *Push and pull top rall & inside
against inside rail before marking holes for drilling, roil to ensure allis secure,

Foto di produzione del kit ringhiera in acciaio zincato-


















Gallerie Guard Rail -
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