Moderna terrazza in ferro battuto in polvere Balcone Balcone Design di
fabbrica

ProdottoDescrizione

Prodottomostrare




Installazione



Guard Rail Assembly Instructions

Tools Required: Electrical Power Drill
Roughly position

(Impact Drill Preferred) ez e
Overview: Assemble the rail and position
it before marking holes for drilling.
Improper installation can lead to failure
of rail system or injury.

o =" Secure top o =
rail & post Add the
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Put the post
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on without
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Position whole
rail. Mark the 4
holes on each
post.

Secure inside
rail with
brackets- 2
screws each.’

Inside rail will be lose untrl edch
post is secured to the ground.
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over bolts,
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onto bolts.
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all of the
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o Remove hand rail, o

drill holes straight
down, and hammer in
bolts. 2

Insert the
vertical
railings.

2 Push and pull top rail & inside

2 Double check posts are parallel and tight
rail to ensure gllis secure.

against inside rail before marking holes for drilling.

Produzioneelmballaggio



Applicazione



Contatti

Grazie per la visita!

Hai bisogno di citazione o domande, si prega di lasciare un messaggio.Ti risponderemo entro
24 ore.

Per qualsiasi domanda urgente, si prega di mettersi in contatto sotto:

E-mail Wendy: sales04@launch-china.cn

Mob / What's App: +86 15989339827



