Interieurolie Dynamische hydraulische glazen deur scharnieren voor binnendeur Douche deuren, we hebben 180
graden glas naar glastype scharnier & glas naar wandtype scharnier beschikbaar.

# Specs. Voor oliedynamische hydraulische glazen deurscharnieren -

Materiaal 304 roestvrij staal

Af hebben Geborsteld, gepolijst, mat zwart
Max. Glazen deurbreedte 1000 mm

Max. Glazen deurgewicht 80 kg / paar scharnier

Functie 90 graden ingedrukt

Glasdikte 8-13.52mm dikte

Montage Glas naar muur

Deurtype Zwaaien

Instelbaar Ja

Van toepassing zijn Nat milieu

# Fotoweergave voor olie dynamische hydraulische glazen deur scharnieren, model # B90 -






Afmetingen voor glazen scharnier-



#Productie & verpakking voor oliedynamische hydraulische glazen deur scharnieren-









# Installatie-instructies voor olie dynamische hydraulische glazen deur scharnieren-



HINGE PARTS STEP 1 - LINE UP THE MAIN BODY OF THE HINGE ALONG
THE DESIGNATED SLOT OF THE ACRYLIC DOOR

NOTE: REFER TO THE PICTURE BELOW AFTER
THE DOOR IS INSTALLED.

THE ADJUSTMENT TO THE CLOSING SPEED
WILL ALREADY BE SET, NO NEED TO ADJUST

——

MAIN BODY CONFIGURATION Phsi: . o0l et TR STEP 2 - SANDWHICH THE ACRYLIC WITH THE TOP HALF

OF THE HINGE, ALIGNING WITH THE MAIN BODY

MAKE SURE THE SCREW
HEADS FACE INSIDE THE
ROOM WHEN ATTACHING

THE DOOR.

STEP 3 - INSERT THE BOLTS AND TIGHTEN

WITH A 4mm HEX KEY

Video van oliedynamische hydraulische glazen deurscharnieren -

# Projectfoto's van Olie Dynamische hydraulische glazen deurscharnieren toegepast op binnendouchekamers-
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