Zacisk tazienkowy 180 stopni ze stali nierdzewnej Zawias do drzwi prysznicowych
ze szkia hydraulicznego

Rodzaj Zawiasy do drzwi i okien

Miejsce pochodzenia Guangdong Chiny (kontynentalne)
Nazwa handlowa Kebil

Numer modelu G-W90SS

Nazwa produktu Zawias prysznicowy 90 stopni do sciany
Materiat SS304, SS316; Aluminium

koniec PSS SSS CP BN

Rozmiar 90 *90 mm

Grubos¢ szkta Szkto hartowane 8-12 mm

tozysko 45 kg / para

Funkcja szkto do sSciany, szkto do szkta
Funkcja tatwy w instalacji i trwaty, bezpieczny
Podanie Prysznic, biuro, hotel, dom

180 Stopien & 90 Stopien Szkio Prysznic Zawias w Nierdzewny Stal Materiat:

Zawias prysznicowy ze szkta 90 stopni ze stali nierdzewnej i aluminium:



Pokaz szczegoty:



Uszczelka:
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Instrukcje Instalac



HINGE PARTS

MAIN BODY CONFIGURATION

TOP HALF CONFIGURATION

STEP 1 - LINE UP THE MAIN BODY OF THE HINGE ALONG
THE DESIGNATED SLOT OF THE ACRYLIC DOOR

NOTE: REFER TO THE PICTURE BELOW AFTER
THE DOOR IS INSTALLED.

THE ADJUSTMENT TO THE CLOSING SPEED
WILL ALREADY BE SET, NO NEED TO ADJUST

STEP 2 - SANDWHICH THE ACRYLIC WITH THE TOP HALF
OF THE HINGE, ALIGNING WITH THE MAIN BODY

MAKE SURE THE SCREW
HEADS FACE INSIDE THE
ROOM WHEN ATTACHING

THE DOOR.

STEP 3 - INSERT THE BOLTS AND TIGHTEN
WITH A 4mm HEX KEY

Zdjecia projektu:
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Prosimy o kontakt jak ponizej:
Przeddzien
salesO3@launch-china.cn

HP / WhatsApp / WeChat: + 8613686807796



