OkragtyBazaUchwytrodzajDupleks2205.Ze stali nierdzewnej ze stali nierdzewnej ogrodzenia basenu dla grubosci
1/2 "szkto.

1. CechySzkto ze stali nierdzewnej Clamp Pool Fence Spigot do szkta 1/2 ", RBM.

Spot.ciato Dupleks 2205.
Matgnai (_jo srub, pokrywa podstawy, ptyta 316 stal nierdzewna.
wyréwnujaca
koniec Szczotkowane / polerowane / czarne / ztoto
Grubos¢ szkta Szkto o grubosci 10-13.52mm.
Wysokos¢ 168mm; lub moze by¢ dostosowany
Wykonane z materiatu nylonowego moze trwad czas na
Uszczelka z tworzywa sztucznego L
cate zycie
Betonowa $ruba do garnituru M8 * 100.
Waga jednostkowa na PC 1,2 kg.
W magazynie tak
MOQ. 2 szt
2.WymiaryzRBM.szktoczop-
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3.tadowanietest&MateriatZe stali nierdzewnej Clamp Clamp Pool Fence Spigot-
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2 2 Cregrall

D temidleat ko, DimersionsTypaDetlls Tirlsh iy

1T R5RMATE Rmm Sgiacs, Rase Plats Al COMMLES
216 Stainlecs slee

Hermarka

Al cornplotion of e westing, Ui spiguy e Found wbe o sooed conditon wids ne beoohaoe, waning or s of Taoore and v boscness
of the fixings.

/Y 7\
Accreditation No: 15624
NATA Accradited for compliance
Oy = v with [BOIEC 17025
Gl | anvinz

MataliLrgi=al |2skag Menager

Strength Test

Test Specification 4S5 1926.1 - 2012, Appendix B Test Procedure MTS-TP2.1 Compression Tasts - Products

Speciman Obsarvations Assessment

[®)

14117/01 Test Equipment; Hydraulic ram and 10,000 N load cell COMPLIES
Test Load: 330N

Load Duration: 45 Secs
Deflection uncer load: L mm
Permanent Deflection after removel of test load: 0 mm

Requirements Mo permanent damage or lzesening of fikings.



Method:
Comment:
Type Standard 18--8

Sample Name:
c

%

<x>(1) 0.0224

<x>(1)
Sn

<x> f_n 0.0092

Fe-30
Cr-, Cr/Ni-steel

Si

0.8873

Co

0.0797

Sb

< 0.0004

Sample ID:
Mn

%
1.1010

Cu

0.1603

4.InstalacjalnstrukcjedlaRBM.szktoczop-

Type corr.concentr.
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% ' %
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N ' Fe
% | %
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mmms fixing method: base plate spigots

Mark out the centre line of proposed glass fence
with a chalk line. Determine clamp location based 2 "i-..“,.
on a sheet size (recommendation on pages 1 & [I

2). Use base plate as a template to mark out the i\
centre line of base plate

base plate

Note: Do not exceed 100mm gaps between
glass panels. Optimum gap is 40mm to 60mm -

I
\

MNow the base plated spigots can be fitted to the
floor and plumbed via shims (not supplied) under
the base plates. Be sure to tighten firmly as the
smallest of movement at the base plate will result
in noticeable movement at the bottom of the glass
fence.

hole positions and drill holes to suit.

string line
Tip: By setting the two outer spigots of your total
span, a string line can be run in the ‘throat’ of the
spigots, giving correct height for all spigots in be-

tween =
== fixing surface
Note: Do not exceed 100mm gap from the fixing

surface to the bottom of the glass shims to suit (not supplied)

@ domical cover
When all spigots are installed, slip domical cover

the top of the spigot to hide fixings. It will be nec-
essary to turn the adjustment screws on the spigot
face all the way in to allow cover to pass over

\

Note: Same installation method applies to round
base plate spigot

¢

The glass is then installed to the spigots.

Place plastic packers between glass & spigot, at
no stage should glass touch the metal

How adjustability works:

1. Place glass in spigot

2. Fix/ tension glass both sides with allen key

i plastic packer

5.UszczelkaDetaledlaRBM.-

1 pc do biatego pudetka; 12 sztuk do kartonu









6.MasaProdukcjaProcesdlaSbm.szktoczop-






7.JeszczemodelezszktoczopdlaTwojwybor-






Glass spigot

MODEL # 5BM

MODEL # 5CM

— =

MODEL#REM MODEL#RCM

8.ProjektZdjeciazBezszkieletowySzktoBalustradyzszktoczopy-
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Posiadamy réwniez zawiaséw szklanych i zatrzaskéw magnetycznych i szklanych zaciskéw i szkta
hartowane, aby przejs¢ do catego bezramkulskiego systemu balustrady szklanego.

Skontaktuj sie z nami teraz, aby uzyskad cytaty!

Shenzhen Launch Co., Ltd

Weryfikowany przez SGS, raport nr 19536352 P + t

Office Dodaj:

B5-003, 5/ F-Block 3, Budynek Yilida, Nr 1092 Droga Nanshan, Nanshan District, Shenzhen, Chiny, Kod Pocztowy
518054

Tel: 86-755-86037559 Faks: 86-755-86372611

Mob (Whatsapp, Wechat, Viber) +86 135 9027 3543



Kontakt:Celia.Chen.



